
 GHT SERIES
Box way type Turning lathe GHT355

SUZHOU GUDWAY CNC EQUIPMENT CO.,LTD

Add：No. 21 Xiexin Road, New District, Suzhou City, Jiangsu Province, China.
Tel：+86-0512-65580060
Email：info@gudwaycnc.com
Web：http://www.gudwaycnc.com
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 GHT355

GHT355
Equipped with a 15-inch 
chuck, the GHT 355 has a 
high-torque spindle and the
 largest Z-axis travel in its 
class, which can process 
large workpieces to meet 
the various processing 
needs of customers.
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High rigidity, high stability structure1

 

H

The low center of gravity structure of the 
30˚ inclined bed and the hard rail with the 
full axle widening achieve high rigidity and 
stability.

igh productivity2

The servo turret effectively reduces 
the non-cutting time, and the high 
torque spindle and fast feed shaft 
improve the production efficiency.

3

The rocker arm 
operating panel and
 the tool position 
viewing device 
greatly improve the
 ease of operation.

Convenience
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 GHT355

High rigidity structure

Through FEM (finite element 
analysis), the bed structure 
was optimized to ensure the 
high rigidity of the bed 
structure.

30° inclined bed low center of gravity 
structure, with a wider bed, improved 
stability.

The design of two-axis all-hard 
rail structure, wide guide 
surface and wide span of guide 
rail spacing, makes the force 
area larger, more uniform force, 
and improves the processing 
stability.

High Rigidity

Low center of gravity

Stability

1

2

3
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Larger distance between guide rails 

1

2

Widened rail surface

Workpiece 
length

1270 mm

Z axis travle
1350 mm

Workpiece
weight
1300 kg
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 GHT355

High productivity

Equipped with high-performance spindles that minimize 
vibration and thermal displacement during spindle 
rotation, high-torque spindles provide superior 
machining capabilities

The newly designed turret, driven by an efficient 
servo motor, ensures its machining capability and 

S

stable tool changing performance at high speeds.

pindle

Turret

Fast moving speed

1

     

2

3

     
X-axis 24m/min
Z-axis 30m/min www.gud
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ØTurning diameter (mm) 380

ØMax. turning diameter (mm) 481

ØBar machining diameter (mm) 102

Spindle 
speed

2500 r/min

Motor 
power

22/18.5 kW
Spindle 
torque

1123 N·m

Spindle power-torque diagram

chuck

 (1)  GT3100 / L
STANDARD
- MOTOR POWER (S3 25%/30min/Cont.): 35/26/22kW
- GEAR BOX: BF

 (2)  GT3100M / LM

- 电机功率 (30min/Cont.)
: 22/13kW(LOW WINDING), 22/18.5kW(HIGH WINDING)

1613 Nm <S3 25%>

403 Nm <S3 25%>

1198 Nm <30min>
1014 Nm <Cont.>

254 Nm <Cont.>
300 Nm <Cont.>

1000

100

1000

100

100 1000

100

10

207 552 829

829 22102800
 主轴转速(r/min)

 spindle speed(r/min)

1124 Nm <30min>

782 Nm <30min>

657 Nm <Cont.>

187 467 701

269 1612 2800

功率
(kW)

扭矩
(N·m)

(kW
power

)(N·m
torque

)

100

10

22 kW <30min>
18.5 kW <Cont.>

100 1000

35 kW <S3 25%>

26 kW <30min>
22 kW <Cont.>

35 kW <S3 25%>

26 kW <30min>
22 kW <Cont.>

664 Nm <Cont.>

22 kW <30min>

13 kW <Cont.>

Chuck size：15 inchwww.gud
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 GHT355

Convenience of operation

The newly designed operating panel 
enhances ease of operation with universal 
buttons and positioning.

The tool position visual device installed on the upper 
end of the chuck can easily see the moving shaft and 
the tool position during processing, without the need 
to pass the control panel, the tool change operation 
will be more convenient, and effectively improve the 

The operation panel is redesigned and the rocker 
arm type operation panel is selected to meet the 
operating convenience of the operator to the 
greatest extent.

operation convenience.

Convenience of operation

Rocker arm type operating panel

Tool position viewing device

 

1

3

2

10.4 inch display

USB & PCMCIA•  card
（ST）

New ergonomic design

Easy to install button
switch additional 
options

Simple software

raise productivity

Tool monitor

Reduce non-cutting time

The non-cutting time 
during machining is 
greatly reduced, thus 
guaranteeing 
maximum productivity.

During the cutting operation, abnormal loads 
caused by tool wear or damage are detected and 
alarms are triggered to prevent further damage.

10% Work 
productivity

非
切

削

非
切

削

切

削

切

削
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 GHT355

Excellent processing performance

 Machining Outer diameter turning (high speed)

565 cm3
Chip removal rate /min

225Cutting speed  m/min

0.35Feedrate  mm/rev

269Spindle speed  r/min

7Cutting depth  mm

Machining outer diameter turning (low speed)

617 cm3
Chip removal rate /min

156Cutting speed  m/min

0.55Feedrate  mm/rev

187Spindle speed  r/min

7Cutting depth  mm

Machining inside diameter turning

280Cutting speed  m/min

0.3Feedrate  mm/rev

1486Spindle speed  r/min

3Cutting depth  mm

4.0Tool length  D

U drill (2 axes)

799 cm3
Chip removal rate /min

200Cutting speed  m/min

0.32Feedrate  mm/rev

1273Spindle speed  r/min

15U Drill diameter  mm

1

2

3

 (Motor power : 45/25

4

kW)
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 GHT355

 

Environmental-friendly

LED work light and condition light

Auto off

Auto off

1

2

3

 

 

Even in the state of low voltage, LED 
lights can still work stably in a highly 
efficient state, and the service life is 10 
times that of halogen lamps.

After 10 minutes of no 

 

operation on the operation 
panel, the working light will 
be automatically turned off.

After 10 minutes of no operation 
on the operation panel, the spindle,
 servo motor, chip remover motor, 
and coolant tank motor will 
automatically shut down, saving 
energy and protecting the 

LED

equipment.

working light

ON OFF

 

Coolant tank motor  
stops and turns off

The spindle and servo 
motor stop and turn off

LED

Motor of the chip remover
 stops and turns off

condition light
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 GHT355

Optional configurations

chip conveyor material Note

shinge type teel
The most typical type of chip conveyor is suitable 
for steel production of chips of 30mm or longer 
length

Drag type

C

cast iron

hip

The conveyor with magnet is suitable for the 
processing of cast iron with small and fine chips

conveyor

Optional

1

2

oil 
skimmer

oil mist 
collector

Automatic 

Hydraulic 
center frame

tool setting gauge
Chuck blow

Drag type

鼓过滤式

铰链式

刮板式

鼓过滤式

hinge type

液压中心架  

  

如需车削较长的零件，则可以使用各种类型的液压中心架（单式、双支撑式或双式）

Single hydraulic center frame Double support hydraulic
 center frame

If you need to turn longer parts, you can use various types of hydraulic 

o

center frames (single, double supported or double supported)

p

OP OP OP

OP OP
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 GHT355 Basic parameters
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58.8

Ø275

 

Ø630 (Max tool rotation

Ø237

)

 UNIT

Zaxis Sliding Cover

: mm

UNIT: mmGHT355

Machining range

GHT

Tool interferogram

355OD HOLDER

ID holder

Auxiliary view(1:10Face holder )
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 GHT355

 

Tool system

 

Machine size

Basic parameters

UNIT: mmGHT355

 Ø50 HOLE

10048
4

18
40

46
9

11
7

10
5

 

4203
1068910 5(DOOR WIDTH）800

760(OPEN    ) 630(OPEN)

1417

39
3

11
50

11
90

58
0

18
21

11
10

2808
13654273

5636

111 440
1844

OD holder

ExtendedOD

 holderFace 

boring bar

Boring bar sleeve

OD TOOL

Ø 25

 

holder

ID holder-H50  

 

boring bar

Ø50 DRILL

U-shaped drillU-shaped 
drill cap

 

  

 

 

OP

10 POSITION
TURRET

Ø12-H50
Ø16-H50
Ø20-H50
Ø25-H50
Ø32-H50

Ø20-H50
Ø25-H50
Ø32-H50
Ø40-H50

Ø40-H50

drill socket
MT# 1-H50
MT# 2-H50
MT# 3-H50
MT# 4-H50

U-shaped drill sleeve
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 GHT355

Parameter

S OPTIONALTANDARD

 

 

 

 

 

 

 

 

 

  

Soft clamp

Chuck clamp detection switch

Live tip

Standard tool holder

Hydraulic power unit

Cutting fluid supply equipment

Lubricating oil equipment

Iron filings and safety metal

Working light

Chip remover

Chip truck

Hard clasp

Automatic power off

Air gun

Water gun

Oil skimmer

Additional holder&bush

Auto tool setting (manual)

 Clamp clean blowing device

Clamp clean water blowing 

Auto door

Programmable tailstock

Dead center for tail seat(MT#4)

Center frame (hydraulic type)

•  {}

* Special chuck

OP

Basic parameters

 

ITEM GHTUNIT  355

Machine 
capacity

Machine bed Max Turning Dia mm Ø740

Saddle Max Turning Dia mm Ø555

Recommended turning diameter mm Ø380

Max. turning dia mm Ø481

Max truning length mm 1270

Bar machining diameter mm Ø102

Spindle

Max pindle speed r/min 2500

Spindle nose ASA  A2-11

Spindle through hole diameter mm Ø115

bearingdia(front) mm Ø160

Max. spindle Torque N·m 1123

X-
Travel

axis mm 260(19.5+240.5)

        

Z-axis mm

                                  

1350

X-
Fast move

axis m/min 24

Z-axis m/min 30

Turret

Tool number ea 10

Cylindrical tool dimensions mm 25 x 25

Boring bar diameter mm Ø50

Transposition time s 0.15

Tailstock

Center diameter mm Ø100

MT#Center taper 5

Center stroke mm 100

Motor Spindle motor power kW 22 / 18.5

Power Power supply (rated capacity) Kva 28.83

Size

Height mm 1930

Floor area Length mm 4675

Width mm 1840

Weight kg 6900

Hydraulic chuck&Rotary cylinderCondition light 

Foot switch

Front door interlock

 

Safety nameplate

Leveling bolts & pad iron

Toolbox

Machine instructions 

GHT

and manuals

355
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 GHT355 Basic parameters

NC 
specification

 

 
 
 

  

 

 

FANUC i Plus
Series
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 GHT355 ITEM GHTUNIT  355

Max. turning dia mm Ø481

Max truning length mm 1270

Bar machining dia mm Ø102

Chuck dia mm Ø381

Spindle motor power kW 22

Max spindle speed r/min 2500

Max. spindle torque N·m 1123

Tool number ea. 10

SUZHOU GUDWAY CNC EQUIPMENT CO.,LTD

Address: Room 418B-35, Building 6, No. 25 Lushan Road, New district, Suzhou, China
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